Thank you for purchasing a DJ Safety Drag Racing Parachute. Please check
you have received the correct chute for your application. We have three off
the shelf chutes available.
 DJ851252 ∙ 130-180mph Sportsman Chute
 DJ851069 ∙ 180-220mph Sportsman Chute
 DJ851079 ∙ 220-330mph Professional Chute
Please note that ANDRA requires 2 x chutes if running over 200mph.

Mounting
Parachutes must be securely mounted to the race car chassis, frame or diff.
DO NOT mount to a bumper or body. This will result in failure! Please check
your rule book for correct mounting recommendations.
The pack should be mounted to the rear of the car in an upward angle. Please
check with a chassis builder, as every vehicle requires a different position.
MSCN carries a universal pack mount if you wish to mount the chute yourself.

Care & Maintenance
Once the car is slowing, turn off the racetrack and stop immediately after the
canopy collapses. Pulling the chute along the ground is a major cause for
wear and damage. Do not allow the canopy to become excessively dirty as
this will speed up wear due to extra weight.
Pilot chutes are a consumable part, however you can extend their life by
wrapping race tape around the edges, and continually replacing the tape.
To wash a parachute, remove the pilot chute and bridle line. You can hand
wash in a mild detergent in warm water, or machine wash after tying the
canopy lines together approx every 6 inches.
Dry in open air on a clothesline. DO NOT use a dryer.
Parachutes should be kept dry and deployed after a meeting. Always repack
and check the chute before use. Failure to do this can lead to the chute not
deploying!
If you have any questions, please contact us.
Motorsport Connections
Ph: 02 9838 7272

